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STAGE DRAPERIES

29 FLY SET BATTEN (MOTORIZED)

MOTORIZED RIGGING SYSTEM

UNDER STAGE SYSTEM

HOUSE CURTAIN (1EA) : 18,500 mm x 9,000 mm

HORIZONT CURTAIN (BLACK 1EA) : 20,000 mm x 9,000 mm (E®2t4])
HORIZONT CURTAIN (WHITE 1€A) : 20,000 mm x 12,000 mm (W 23t4])
HEADER CURTAIN (5EA) : 22,000 mm x 3,000 mm (S34))

LEG CURTAIN (6EA) : 4,000 mm x 9,500 mm (W 2t4|)

LEQ CURTAIN (4EA) : 5,000 mm x 9,500 mm (S 3t4])

SCRIM CURTAIN (BLACK 1EA) : 20,000 mm x 9,000 mm (I 2H4])
SCRIM CURTAIN (WHITE 1EA) : 20,000 mm x 9,000 mm (S '®Et4])

VRS
201! TIM 168

COMPANY

DISTANCE BETWEEN THE BATTEN : 400 mm (NO.3~30)
PAYLOAD PER BATTEN : 750KG

TYPICAL BATTEN LENGTH : 20,000 mm

ADJUSTABLE EXTENTIONS :1,000mm +1,000mm(total:2,000mm)

MANUAL PROSGENIUM SIDE BOARD

WIDTH : 3,000 mm
HEIGHT : 10,000 mm

APRON POINT HOIST : 6 POINT (3EA)
SAFETY CURTAIN & HEADER PANEL (1EA)
HOUSE CURTAIN (1EA)

PROSCENIUM BRIDGE (1EA)

SIDE LIGHTING LADDER (4EA)

ORCHESTRA TRAP STAGE (15,000mm x 2,100mm)
TRAP DOOR STAGE (19,400mm x 10,620mm)
9= F2I00 UFT (4,580 mm x 4,580 mm)
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